
1 2
3 - RTD RTN

4 - RTD SEN

5 - RTD IN

6 - DRAIN

7 - REF

8 - SOL GND

9 - DRAIN

10 - mV IN

11 -    -5VDC

12 -  +5VDC

13 - ANODE

14 - CATHODE

15 -   -24VDC

16 -  +24VDC

"IMPORTANT WARNING"

       THE WIRING SHOWS A SENSOR WITH A "SOL GRND"
WHICH IS AVAILABLE IN MODELS WITH ( GT, UT & LT)
e.g. ( B-V-546-X-LT-X-X-X-X-X-X )

FOR SENSORS WITHOUT SOLUTION GROUND ( FT, ST & DT )
YOU MUST INSTALL A JUMPER

AND SENSOR DIAGNOSTICS MUST BE TURNED OFF.

     FOR SENSORS W/O TC, DISREGARD TC WIRES. PROGRAM
ANALYZER FOR MANUAL TEMPERATURE COMPENSATION.

     FOR ORP SENSORS COAX CORE WILL BE LABELED
  "ORP IN" AND WIRING IS THE SAME.

"REF" - WHITE

JUMPER

ANALYZER CONFIGURATION AND SETTINGS

•  WIRING

Description Terminal
    "TC RET" - Green                                3
    "TC SNSE" - Black                               4
    "TC IN" - Red                                       5
    "REF" - White                                       7
    "SOL GRND" - Clear (Drain)                8
    "pH SHLD" - Coax Grey                       9
    "pH IN"  - Coax Core Wire                  10

•  Analyzer accepts PT100 & PT1000 RTD's

•  Select automatic temperature compensation mode (tAUTO On)

• Select Integral Pre-Amp XMTR (PAMP=trAnS).

   ○ If sensor cable > 30-ft Pre-Amp Required. Consult XMTR Manual.
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1 2
3 - RTD RTN

4 - RTD SEN

5 - RTD IN

6 - DRAIN

7 - REF

8 - SOL GND

9 - DRAIN

10 - mV IN

11 -    -5VDC

12 -  +5VDC

13 - ANODE

14 - CATHODE

15 -   -24VDC

16 -  +24VDC

"IMPORTANT WARNING"

       THE WIRING SHOWS A SENSOR WITH A "SOL GRND"
WHICH IS AVAILABLE IN MODELS WITH ( GT, UT & LT)
e.g. ( B-V-546-X-LT-X-X-X-X-X-X )

FOR SENSORS WITHOUT SOLUTION GROUND ( FT, ST & DT )
YOU MUST INSTALL A JUMPER

AND SENSOR DIAGNOSTICS MUST BE TURNED OFF.

     FOR SENSORS W/O TC, DISREGARD TC WIRES. PROGRAM
ANALYZER FOR MANUAL TEMPERATURE COMPENSATION.

     FOR ORP SENSORS COAX CORE WILL BE LABELED
  "ORP IN" AND WIRING IS THE SAME.

"REF" - WHITE

JUMPER
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ANALYZER CONFIGURATION AND SETTINGS

•  WIRING

Description Terminal
    "TC RET" - Green                                3
    "TC SNSE" - Black                               4
    "TC IN" - Red                                       5
    "REF" - White                                       7
    "SOL GRND" - Clear (Drain)                8
    "pH IN"  - Coax Core Wire                  10

•  Analyzer accepts PT100 & PT1000 RTD's

•  Select automatic temperature compensation mode (tAUTO On)

•  Select Integral Pre-Amp XMTR (PAMP=trAnS).

   ○ If sensor cable > 30-ft Pre-Amp Required. Consult XMTR Manual.
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BARBEN ANALYZER TECHNOLOGY (BAT) pH/ORP SENSOR WIRED TO ROSEMOUNT 5081-P
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